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FIG. 4 
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FIG. 5 
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FIG. 6 
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FIG. 7 
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800 



THIN SHEET OF SOLID METAL 
IS ENCLOSED BETWEEN TWO 
SURFACES UNDER VACUUM 



TWO SURFACES SEALED UNDER 
VACUUM 
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804 




END 



FIG. 8 
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900 



(^STAFrP) 

T 



TWO SURFACES (e.g., TWO SHEETS, TWO 
SIDES OF A SINGLE, FOLDED-OVER SHEET, 
OR A SHEET AND A HEAT SINK) ARE 
PRE-SEALED AROUND PERIMETERS 



EVACUATE AIR BETWEEN TWO SURFACES 



INJECT LIQUID METAL BETWEEN TWO 
SURFACES VIA APERTURE 



SEAL APERTURE 
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FIG. 9 
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1000 




PLACE FIRST AND SECOND 
SHEETS OF METAL IN A 
PLATING BATH 



T 



ADD ADDITIVE TO BATH J- 



I 



COUPLE THE FIRST METAL TO 
THE NEGATIVE POLE OF A BATTERY- 
COUPLE THE SECOND METAL TO THE 
POSITIVE POLE OF THE BATTERY 



1002 



1003 



1004 



REMOVE FIRST METAL FROM BATH 
WHEN DESIRED PLATING THICKNESS 
IS ACHIEVED 
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END 



FIG. 10 



